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- Applying wheelbase: min. 70mm - max. 440mm
- Used materials: auto-perforating rivets  ref. “3/7” 
- Board thickness: 1 to 2,5mm
- Capacity: approx. 12 cycles/minute
- Tension: 220 V – single phase (pneumatic version)

380 V – three-phase (motorized version)
- Weight: 285 Kg. 
- Overall dimensions: L=  1350mm;  W=  700mm;  H=  1500mm

- Entre-axe application: min. 70mm - max. 440mm
- Matériel employé: rivets auto-perforants Art. “3/7”
- Épaisseur  carton: de 1 à 2,5mm
- Capacité: approx. 12 pièces/minute
- Tension: 220 V – monophase (version pneumatique)

380 V – trois-phase (version à moteur)
- Poids: 285 Kg. 
- Encombrements: L=  1350mm;  P=  700mm;  H=  1500mm

MEC-10/S
Manual machine with changeable wheelbase to apply nr. 01 ring
mechanism by nr. 02 rivets – Manual board and ring metal feeding –
Start cycle via micro-switch

Machine manuelle à entre-axe variable pour poser nr. 01 mécanisme à
anneaux par nr. 02 rivets – Positionnement du mécanisme et du plat à
la main – Démarrage machine par microswitch

*Production capacity of every machine depends on sizes, type of materials, glues and operator skill 
Peroni’s policy is one  of continual product improvement and we can reserve the right to alter  design and/or  specifications without notice
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